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(4) Cross Section 
Provide the minimum ramp widths given in Exhibit 1360-6. Ramp traveled ways 
may need additional width to these minimums as one-way turning roadways. (See 
Chapters 1230 and 1240 for additional information and roadway sections.) 

Cross slope and superelevation criteria for ramp traveled ways and shoulders are as 
given in Chapters 1230 and 1240 for roadways. At ramp terminals, the intersection 
lane and shoulder width design guidance shown in Chapter 1310 may be used. 

Whenever feasible, make the ramp cross slope at the ramp beginning or ending 
station equal to the cross slope of the through lane pavement. Where space is 
limited and superelevation runoff is long, or when parallel connections are used, the 
superelevation transition may be ended beyond (for on-ramps) or begun in advance 
of (for off-ramps) the ramp beginning or ending station, provided that the algebraic 
difference in cross slope at the edge of the through lane and the cross slope of the 
ramp does not exceed 4%. In such cases, provide smooth transitions for the edge of 
traveled way. 
 

Number of Lanes 1 2 

Ramp 
Width (ft) 

Traveled Way[1] 15[2] 25[3] 

Shoulders 
Right 8 8 
Left 2 4 

Medians[4] 6 8 
Notes: 
[1] For turning roadway widths, see Chapter 1240, and for additional width when an HOV 

lane is present, see Chapter 1410. 
[2] May be reduced to 12 ft on tangents. 
[3] Add 12 ft for each additional lane. 
[4] The minimum two-way ramp median width (including shoulders) is given. Wider medians 

may be required for signs or other traffic control devices and their respective clearances. 

Ramp Widths 

When either the on- or off-ramp is single-lane, use the one-lane column. If both 
directions are two lanes, use the two-lane column. 

Exhibit 1360-6 

Ramp shoulders may be used by large trucks for offtracking and by smaller vehicles 
cutting to the inside of curves. To accommodate this increased use, pave shoulders 
full depth. 

(5) Two-Way Ramps 
Two-way ramps are on- and off-ramps on a single roadway. Design two-way ramps 
as separate one-way ramps. Provide a raised median to physically separate the on- 
and off-ramps. Wider medians than given in Exhibit 1360-6 may be required for 
signing or other traffic control devices and their clearances. (For signs, it is sign 
width plus 4 feet.) Where wider medians are required, provide a 2-foot clearance 
between the face of curb and the edge of traveled way. Where additional width is 
not required, the raised median width may be reduced to a double-faced mountable 
or extruded curb. Traffic barrier or a depressed median may be provided in place of 
the raised median. 

http://www.wsdot.wa.gov/publications/manuals/fulltext/M22-01/1230.pdf
http://www.wsdot.wa.gov/publications/manuals/fulltext/M22-01/1230.pdf
http://www.wsdot.wa.gov/publications/manuals/fulltext/M22-01/1240.pdf
http://www.wsdot.wa.gov/publications/manuals/fulltext/M22-01/1240.pdf
http://www.wsdot.wa.gov/publications/manuals/fulltext/M22-01/1310.pdf
http://www.wsdot.wa.gov/publications/manuals/fulltext/M22-01/1410.pdf
http://www.wsdot.wa.gov/publications/manuals/fulltext/M22-01/1240.pdf
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